CHANGES: NEW START POSITION 11

AIP NORGE /NORWAY

AD 2 ENGM 2 -3

AIRCRAFT PARKING/DOCKING CHART
TERMINAL AREA

TWR (W) 118.300 MHz
TWR (E) 120.100 MHz
GND (N) 121.925 MHz
CLR 121.600 MHz

NORWAY

See page AD 2 ENGM 2 - 4 for aircraft stands coordinates and ELEV
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PARKING STANDS

205-208+1,2% UNLESS OTHERWISE INSTRUCTED.

-FLOODLIGHTS ON ALL STANDS TO THE TERMINAL
-ALL STANDS WITH BRIDGES IS SAFEGATE EQUIPPED.
-MARSHALLING SERVICE IS PROVIDED AS NECESSARY
TAXIWAYS -DLA IN ACTIVATION OF DOCKING SYSTEM MAY OCCUR.
23 M WIDE PCN-75/F/A/WIT  To AVOID OBSTRUCTION OF TWY GOLF, KILO1 AND LIMA1,
ARRIVING ACFT ARE URGED NOT TO WAIT SHORT OF APRON,
APRON BUT POSITION NOSE WHEEL PAST THE RED APRON SAFETY LINE
PCN-75/R/A/W/T -PUSH-BACK PROCEDURE MANDATORY FOR JET ACFT AT NOSE-IN

SLOPE CARGO STANDS -REQUEST START-UP FROM CLEARENCE DELIVERY, REQUEST PUSHBACK FROM GROUND,

LEGEND

START-UP POSITION

STOP BAR

AIRCRAFT STAND

PUSH-BACK LINE

MANOEUVERING AREA
BOUNDARY

Avinor
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