


AIP NORGE / NORWAY

Avinor

AD 2 ENSO 4 - 4 STORD/Sørstokken

GENERAL: P-RNAV approval required.

REF FAC: Stord (STD) DVOR/DME FREQ 113.400 MHZ/CH81X must be servicable.
Radar service shall be available.

CONTINGENCY 
PROCEDURE:

Loss of RNAV capability at or above 4000 FT: Request vectoring from FLESLAND RADAR.
Loss of RNAV capability below 4000 FT: Climb straight ahead to 4000 FT, proceed to STD HLDG 
at 4000 FT. Contact FLESLAND RADAR on 121.000 MHZ (see also ENSO AD 2.22).

VECTORING: Vectoring will be used by FLESLAND RADAR for sequencing to final when necessary.

RADIO COMMUNICATION 
FAILURE:

Squawk 7600. 
Continue on STAR and start APCH without delay.

PATH/TERMINATORS: Recommended TF (Track to Fix).

DESIGNATOR ROUTE RESTRICTIONS DESCEND CLEASETJRANCE 
LIMIT

ETNOR 2L

(ETNOR TWO LIMA
ARRIVAL) 

Recommended coding:

From ETNOR proceed via SO113 
to SO112. Turn left to KOMIX. 
Turn left to SO110 (FAF).

Cross ETNOR at FL 100 or above. 
Cross SO113 at 7000 FT or above. 
Cross SO112 at 4000 FT or above. 
Cross KOMIX and SO110 at 2000 
FT or above.

As cleared by 
ATC

3500 FT

BLW 3500 FT the 
aircraft is entering 

Sørstokken TIZ and 
is subject to AFIS

(ETNOR 2L): ETNOR[F100+]-SO113[A7000+]-SO112[A4000+]-
KOMIX[A2000+]-SO110[A2000+]

ETNOR 2M

(ETNOR TWO MIKE
ARRIVAL) 

Recommended coding:

From ETNOR proceed via SO213 
and SO212 to SO211. Turn right 
to SO210 (FAF)

Cross ETNOR at FL 100 or above. 
Cross SO213 at 7000 FT or above. 
Cross SO212 at 4000 FT or above. 
Cross SO211 at 3000 FT or above. 
Cross SO210 at 2500 FT or above.

As cleared by 
ATC

3500 FT

BLW 3500 FT the 
aircraft is entering 

Sørstokken TIZ and 
is subject to AFIS

(ETNOR 2M): ETNOR[F100+]-SO213[A7000+]-SO212[A4000+]-
SO211[A3000+]-SO210[A2500+]

ETNOR 2Y

(ETNOR TWO 
YANKEE 
ARRIVAL)
Recommended coding:

From ETNOR proceed to SO310. 
Proceed to STD.

Cross ETNOR at FL 100 or above. 
Cross SO310 at 7000 FT or above. 
Cross STD at 4000 FT or above.

As cleared by 
ATC

STD HLDG

(ETNOR 2Y): ETNOR[F100+]-SO310[A7000+]-STD[A4000+]
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STANDARD ARRIVAL ROUTES - INSTRUMENT 
P-RNAV STAR BASED ON DVOR/DME STD AND GNSS




